
 
 

 

 
 
 
 

 
                            IKM Ocean Team I Vesterhavsgade 56 I 6700 Esbjerg I  Denmark 

Phone +45 7518 0077 I  www.ikm.com/ikm-ocean-team 

Technical datasheet 

Filter Unit”OTP.BU-100.ALU”                                                                 IKM OT ID.: 8000-125 

 
Introduction 

 

 
The BU series for hydraulic oil from Triple R has been 
designed to purify and keep clean oil for applications 
with a system volume of approx. 600 to 800 liters. The 
system ensures effective filtering of all dirt particles, 
condensation and oxidation products (resins) that 
cannot usually be removed with conventional filters. 

 
 
 
 

 

Features 
  

Safety features 
 

 
• 2-180 cSt. 
• 20-80 C 
• Max/min pressure 10-245 bar. 
• For systems, up to 800 l. 
• Std. filter M-100 

  
• Relief valve build in 
• Gauge 
• Gaskets according to oil type. 
• Aluminum 

Capacity & performance 
 

Weight & dimensions 
   

Pressure 10 – 245 bar  Length 225 mm 
Cirk. Flow 2 L / min    Width  205 mm  
In/Out connection In ½”/out ½” BSP    Height  326 mm  

   Gross Weight 6,5 kg 

 


