
STEAM HOSE
Steam Hose 7 bar                                                              ref: 61350-xxx      

#

Part No.

ID OD WT WT WP BP T V BR L

mm “ mm mm kg/m bar bar Temp oC bar mm m

61350-010 10 1/4” 20 5 0.35 7 70 -40 / +170 - 100 40

61350-013 13 1/2” 23 5 0.4 7 70 -40 / +170 - 130 40

61350-019 19 3/4” 31 6 0.6 7 70 -40 / +170 - 190 40

61350-025 25 1” 39 7 0.78 7 70 -40 / +170 - 250 40

61350-032 32 1.1/4” 46 7 1.05 7 70 -40 / +170 - 320 40

61350-038 38 1.1/2” 54 8 1.23 7 70 -40 / +170 - 380 40

61350-050 50 2” 69 9.5 1.69 7 70 -40 / +170 - 500 40

61350-063 63 2.1/2” 81 9 2.09 7 70 -40 / +170 - 630 40

61350-076 76 3” 95 9.5 2.41 7 70 -40 / +170 - 760 40

CONSTRUCTION:
Inside:   Black EPDM rubber.
Reinforcement:  Several layers synthetic textile cord.
Outside:  Black EPDM rubber. Mandrel built hose.
Description:  For saturated steam up to 170oC and hot water up to 90oC, 
   and mild acids and chemicals.

Must be drained after use. 
At high temperatures the working pressure is reduced. constant high pressure and temperature reduces the tube life span.
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STEAM HOSE
Steam Hose 17 bar                                                            ref: 63330-

STEAM HOSE  17 bar

#

Part No.

ID OD WT WT WP BP T V BR L

mm “ mm mm kg/m bar bar Temp oC bar mm m

63330-013 12.7 1/2 27 5.35 0.60 17 170 -40 / +232 - 102 40

63330-019 19 3/4” 33 7 0.73 17 170 -40 / +232 - 152 40

63330-025 25 1” 41 8 1.16 17 170 -40 / +232 - 203 60

63330-032 32 1.1/4” 49 8.5 1.52 17 170 -40 / +232 - 320 40

63330-038 38 1.1/2” 55 8.5 1.74 17 170 -40 / +232 - 380 40

63330-050 51 2” 68 8.5 2.35 17 170 -40 / +232 - 500 60

63330-063 63 2.1/2” 80 8.5 2.84 17 170 -40 / +232 - 630 40

63330-075 76 3” 98 11 5.55 17 170 -40 / +232 - 750 40

63330-100 102 4” 124 11 7.21 17 170 -40 / +232 - 1000 40

CONSTRUCTION:
Inside:   Black seamless extruded EPDM rubber.
Reinforcement:  Steel braiding  
Outside:  Black EPDM rubber. Cover is pin-pricked.
Description:  For saturated and super-heated steam.

Must be drained after use. 
At high temperatures the working pressure is reduced. constant high pressure and temperature reduces the tube life span.
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