
Dimensions
Length(mm)..............: 2991 Width(mm)......: 2478 Height(mm)....: 2691
Weight (kg).............: 4000
Lifting/ Transportation.: 10' Offshore container with forklift channels and lifting slings. DNV 2.7-1
Certificate(s) / Serial 
No:

64797

Construction year
Built...................: 2007

Area of use / certification
Onshore/offshore........: Offshore
Standard................: Norsok Z-015 - Unclassified area (80 dBa)

Technical information
Boiler..................: Mestari MH-700  (Ser. No. 2824)
Spark Arrestor..........: DNV certified, 45205-2007 (Ser.No: GF-09)
Maximum Effect (kW).....: 220
Max. steam production 
(kg/hr)

480
P-max (bar).............: 16 P-max (PSI)...: 230
Max Steam temperature 
(Gr.C)

200
Diesel Tank Volume (ltr): 200
Diesel consumption 
(ltr/hr)

25

Connections
Inlet connection........: 1" offshore claw coupling (1" NPT Male)
Outlet connection.......: 1" Boss Dixon Coupling

Filter
Inlet filter house (type) Diesel inlet: RACOR: 500 FG (M16x1,5 ports)

Feedwater inlet: HECO-899014001
Inlet filter element 
(type)

Diesel inlet: PF598-30 
Feedwater inlet: PX 2010

Outlet filter house 
(type)

Diesel Outlet: Oventrop DN8 ¼”
Outlet filter element 
(type)

Diesel Outlet: 3014202

Power supply
Fuse (qty)..............: 1 Fuse (A)......: 16
El.Power1...............: 220-240 V, 1 phase (Hz)..........: 50/60
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Additional information
Equipment / Functions...: - The water consumption at full effect is 20% higher than the steam production. 

- Heating coil for frost protection

- Fire protection : Swordsman foam system
- Fire, gascentral : CEAG GHG 664 5 Ser. np. 41790-1

Ignition source connection : 
- Fire alarm & Gas Alarm.
- Emergency shut-down on the outside of the container.
- Emergency shut-down from control room.

Other safety functions :
- Flame detector on burner.
- Feed water guard
- Safety valve
- Pressure guard / pressure controller
- Steam thermostat
- PA
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