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STU- Decanter Centrifuge  

Description 

The STU is a Sludge Treatment Unit designed 
for treating heavier slop waste such as 
sludge, water saturated mud etc. The 
separation technology includes an emulsion 
breaker injection system in combination with 
a decanter centrifuge with high slenderness 
ratio. The unit is perfectly equipped to 
separate the solids from the water. The 
effluent water is suited for water treatment 
with the CTU. 

Benefits 

• Dewatering of sludge/mud to prepare water 
for water treatment with the CTU. 

• Cost reduction on transport of sludge/mud 
to shore and hazardous waste handling. 

• The unit can further dewater the CTU sludge 
and therefore make it more efficient. 

• The unit has extra ISO fittings so it can be 
stacked on top of the CTU for the saving of 
deck space. 

 

Features 

• Small footprint, 14 ft container 
• Capacity 12 m3/hr 
• Hydraulic drive 
• Variable and diff.speed 
• Multipower, 400-690VAC 50/60 Hz 
• Stand-alone unit 
• Extra ISO fittings for stacking with CTU 
• PLC controlled 
• NORSOK Z-015 standard and DNV 2.7-1 
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Specifications 

 

UNIT   CERTIFICATION   
Manufacturer IKM FTS Container DNV 2.7-1 
Size/weight 14 ft / 13000 kg Equipment CE - Labelling 
    General Design Norsok Z-015 
CONTAINER       
Dimensions (L x W x H) 4267 x 2438 x 3000 mm CONNECTIONS   
Coating According to Norsok standard  Electrical Plug / Junction Box 
    Inlet 2” Cam-Lock Male 
MAIN POWER SUPPLY   Water Discharge 2” Cam-Lock Male 
Voltage 400-690 + 230 VAC 50/60 Hz Reject 2” Cam-Lock Male 
Power 52 kW, 100 A (440 VAC)  Sludge to Skip 2” Cam-Lock Male 
    Solids Screw Conveyor 
PROCESS   Air Supply 1” Chicago Claw 
Capacity 12 m3/h Water Supply 1” Chicago Claw 
Design Pressure 10 Bar Oil Discharge 2” Cam-Lock Male 
Design Temperature 0 - 35 °C      
Material Wetted Parts 316 L CONSUMPTIONS   
Design pH 2 - 12 pH  Power 52 kW 

  Pressurized Air Instrument only 

  Water Max. 100 l/h (Intermittent) 

  

Chemical Dosing dependent on slop 
characteristics 

 


