
Unit no. DP­12

SUBMERSIBLE PUMP

Dimensions
Length(mm)..................................................................: 430 Width(mm).............................................: 430 Height(mm).............................................: 1100
Weight (kg)..................................................................: 245
Lifting/ Transportation..................................................................: 2 ea Lifting lugs

Construction year
Built..................................................................: 2006

Area of use /  certification
Onshore/offshore..................................................................: Onshore

Type
Fabricator..................................................................: ITT Flygt
Model..................................................................: BS2201.011
Serial no...................................................................: 0630007

Flow / Pressure / Volume
Hz v Q­max measure..................................................................: 60 Q­max (l/min).............................................: 3960
Hz v P­max measure..................................................................: 60 P­max (bar).............................................: 10
Flowrate1..................................................................: B.E.P. 2300 ltr/min @ 7,2 bar  (60Hz)
Flowrate2..................................................................: B.E.P. 2200 ltr/min @ 5,8 bar  (50Hz)

Connections
Inlet connection..................................................................: Suction through pump casing
Outlet connection..................................................................: 1 ea ANSI 4" 150#

Power supply
Fuse (A)..................................................................: 125
El.Power1..................................................................: 440 V (Hz).............................................: 60 (kW).............................................: 43 (A).............................................:
El.Power2..................................................................: 400 V (Hz).............................................: 50 (kW).............................................: 37 (A).............................................:

Additional information
Equipment / Functions............................................: Must be connected to external starter or motorprotecting switch. 

Available with dive pump frame (DPR­02), submersible.
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