
Unit no. EK­02

AFTER COOLER

Dimensions
Length(mm)..................................................................: 3600 Width(mm).............................................: 1500 Height(mm).............................................: 2300
Weight (kg)..................................................................: 1750
Lifting/ Transportation..........................................: Frame with forklift channels and lifting slings.

Construction year
Built..................................................................: 2006

Area of use /  certification
Onshore/offshore..................................................................: Onshore

Type
Fabricator.......................................................: Dominic Hunter
Model............................................................: ANT 075

Flow / Pressure / Volume
Q­max (m3/min)..................................................................: 75.0
P­max (bar)..................................................................: 9
Minimum temp. (GrC)..................................................................: 0
Max temp. (GrC)..................................................................: 150
Tank Volume (ltr)..................................................................: 78

Connections
Inlet connection.................................................: 4”150# ANSI
Outlet connection................................................: 4”150# ANSI

Motor / Engine(s)
Motor1 (type)....................................................: MARELLI, 220­240/380­420/440­460 VAC 50/60Hz
Motor2 (type)....................................................: LØNNE, 220­240/250­280/380­420/440­480 VAC 50/60Hz

Power supply
Fuse (qty)..................................................................: 1 Fuse (A).............................................: 16
El.Power1..................................................................: 400­440­480 VAC (Hz).............................................: 50/60
Starter..........................................................: SAREL, 400­440­480 VAC 50/60Hz
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