
Unit no. EK­04

AFTER COOLER

Dimensions
Length(mm)..................................................................: 1524 Width(mm).............................................: 1626 Height(mm).............................................: 1880
Weight (kg)..................................................................: 1150
Lifting/ Transportation..........................................: Mounted on frame complete with forklift pockets

Construction year
Built..................................................................: 2010

Area of use /  certification
Onshore/offshore..................................................................: Onshore

Type
Fabricator.......................................................: AHP
Model............................................................: AHP­3500­CRN ­ Air Cooled

Flow / Pressure / Volume
Q­max (m3/min)..................................................................: 85.0
P­max (bar)..................................................................: 16
Max temp. (GrC)..................................................................: 121

Connections
Inlet connection.................................................: 4” NPT
Outlet connection................................................: 4” NPT

Power supply
El.Power1..................................................................: 230 V (3 phase) (Hz).............................................: 60
Starter..........................................................: NEMA 4X c/w overloads and 120/1/60 control for 10 hp 230/3/60 motors

Additional information
Equipment / Functions............................................: Power : 10 hp

After­Cooler : AHP­3500­CRN ­ Air Cooled   (Ser. No: 907120)
Water Separator : Hankison – HF 11­68­4F     (Ser. No: 1002­02)
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