
Unit no. AD­009

AIR DRIVEN DRILL

Dimensions
Length(mm)..................................................................: 197 Width(mm).............................................: 40 Height(mm).............................................: 147
Equipment Weight ­ (kg)..................................................................: 2
Lifting/ Transportation..........................................: Customized transport box

Type
Description......................................................: Air driven drill
Fabricator.......................................................: Chigaco Pneumatic
Model............................................................: CP785H
Serial no........................................................: 8115
Straight / Angle..................................................................: Straight
Speed (rpm)......................................................: 500
Max. Torque (Nm)..................................................................: 15.4
Chuck zize (mm)..................................................................: 13

Connections
Air supply (P@Q).................................................: Air consumption 340 l/min

Additional information
Equipment / Functions............................................: ­ Power 0.5 hp

Features:
­ Smooth operation and extended tool life
­ Suitable tool for various applications of low speed drilling
­ Powerful energy efficient motor resist stalls
­ Side handle for comfort and control

­ Noise level: 96 db(A)
­ Sound Power: 107 db(A)
­ Vibration (ISO­8662­6): <2.5 m/s_
­ Vibration α (ISO­28927­5): <2.5 m/s_
­ Vibration K (ISO­28927­5): ­ m/s_
­ Net weight:  1.36 kg
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