
Unit no. FU35

OIL FLUSHING UNIT

Dimensions
Length(mm)..................................................................: 1380 Width(mm).............................................: 920 Height(mm).............................................: 1650
Weight (kg)..................................................................: 666
Lifting/ Transportation..........................................: Frame with wheels and forklift channels

Construction year
Built..................................................................: 2011

Area of use /  certification
Onshore/offshore..................................................................: Onshore
Standard.........................................................:

Flow / Pressure / Volume
Tank Volume (ltr)..................................................................: 430
Hz v Qmax measure..................................................................: 50 Qmax (l/min).............................................: 107
Flowrate1..................................................................: 15 ltr/min @ 300 bar
Flowrate2..................................................................: 25 ltr/min @ 250 bar
Flowrate3..................................................................: 45 ltr/min @ 150 bar
Min. viscosity (cst)..................................................................: 10
Max. Viscosity (cst)..................................................................: 1000
Max temp. (GrC)..................................................................: 60

Connections
Inlet connection..................................................................: 1 ea 1" BSP
Outlet connection..................................................................: 1 ea 1" BSP

Pump(s)
Pump1 (type).....................................................: Denison PVT29 2RIC L04 AA0, Variable piston.

Motor / Engine(s)
Motor1 (type)..................................................................: Miez 3n MOT 7BA 160L04
Motor1 (Cert. No.)..................................................................: EN 60034

Power supply
El.Power1..................................................................: 400 VY (Hz).............................................: 50 (kW).............................................: 15 (A).............................................: 28,8
El.Power2..................................................................: 220240VΔ (Hz).............................................: 50 (kW).............................................: 15 (A).............................................: 49,9
El.Power3..................................................................: 250280VΔ (Hz).............................................: 60 (kW).............................................: 17,3 (A).............................................: 49,7
El.Power4..................................................................: 440480VY (Hz).............................................: 60 (kW).............................................: 17,3 (A).............................................: 28.7
Starter..........................................................: Jøtronic MAS0504021R5 (Serial no.: 5568) 

400440480 VAC 50/60 Hz 
Direct Starter 15kW

Filter
Filter outlet (qty)..................................................................: 1 Filterhouse (type).............................................: 70T20QBPKG201 Filterelement (type).............................................: ORG NR 

938777Q/D141G03A
Filter inlet (qty)..................................................................: 1 Filterhouse (type).............................................: 45M210QBPKG201 Filterelement (type).............................................: ORG NR 

938777Q/D141G03A

Additional information
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Unit no. FU35

Equipment / Functions............................................: Viscosity range between 200 – 1000 cst require heating without strain.

Heat exchanger, flow indicators, pressure regulator, pressure gauge, sight glass, level sensor, thermometer, breathing 
filter on tank, manhole, sampling
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