
Unit no. FV-22

DIRECTIONAL CONTROL VALVE

�'�L�P�H�Q�V�L�R�Q�V
Length(mm)..................................................................: 250 Width(mm).............................................: 130 Height(mm).............................................: 300
Weight ­ (kg)..................................................................: 5
Lifting/ Transportation..........................................: Tranportation on pallet

�&�R�Q�V�W�U�X�F�W�L�R�Q���\�H�D�U
Built..................................................................: 2009

�7�\�S�H
Description......................................................: Directional control­valve with automatic spring­return

�)�O�R�Z�������3�U�H�V�V�X�U�H�������9�R�O�X�P�H
Max temp. (GrC)..................................................................: 80
Min. viscosity (cst)..................................................................: 15
Max. Viscosity (cst)..................................................................: 75
Q­max (l/min)..................................................................: 70
P­max (bar)..................................................................: 250

�&�R�Q�Q�H�F�W�L�R�Q�V
Inlet connection.................................................: Inlet Coupling (P): 1/2” BSP female
Outlet connection................................................: Outlet Coupling (A and B) : 1/2” BSP female 

Return Coupling (T) : 3/4” BSP female

�$�G�G�L�W�L�R�Q�D�O���L�Q�I�R�U�P�D�W�L�R�Q
Equipment / Functions............................................: Can be used with mineral oil and waterbased hydraulic fluid. Not with pure water.

Page:1 of 1


