
Unit no. TC04

TEST CONTAINER

Dimensions
Length(mm)..................................................................: 4877 Width(mm).............................................: 2438 Height(mm).............................................: 3000
Weight  Tara (kg)..................................................................: 6500 Weight  Payload (kg).............................................: Weight  Gross (kg).............................................:
Lifting/ Transportation..........................................: 16' Container with forklift channels and lifting slings. DNV 2.71

Construction year
Built..................................................................: 2006
Upgraded/rebuilt..................................................................: 2016

Area of use /  certification
Onshore/offshore..................................................................: Offshore
Standard.........................................................: Norsok Z015, Zone 2
Z015 (type)..................................................................: B
Over Pressure (Yes/No)..................................................................: Yes

Type
Item type........................................................: Instrument Container  Over pressure
Container Type..................................................................: Test/ Instrument container

Content
Content..........................................................:  1 ea. PA installation 

 1 ea. telephone 
 1 ea. data network
 2 ea. chairs
 work bench
 230V, 16 Amp sockets
 Light/ Emergency light
 A60 outer door
 Fire extinguisher 12kg.

Power supply
Fuse (qty)..................................................................: 1 Fuse (A).............................................: 63
El.Power1..................................................................: 400690 V (Hz).............................................: 50/60
Signal to platform if............................................:  Loss of overpressure (30 sec.) 

 Gas alarm at 10 % LEL 
 Fire alarm
 Earth fault and general faults

Shut down if.....................................................:  Loss of overpressure (30 sec.) 
 Gas alarm at 10 % LEL 
 Fire alarm
 Emergency shutdown
 Emergency shutdown from control room.

Additional information
Equipment / Functions............................................:  Fan to air inlet, must be place in safe area
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