8QLW QR 38

'LPHQVLRQV

Length(mm)......ccoooiiiniiiiiiiiend
Weight (kK@)...............
Lifting/ Transportation.....................:

Width(mm)............:
1550
Frame with forklift channels and wheels (Ref. cert. frame : PU-46)

&RQVWUXFWLRQ \HDU

BUIM. ..o 2012
$UHD RI XVH FHUWLILFDWLRQ
Onshore/offshore............................. Offshore
Z-015 (type) . U99
Standard......... . Z-015, Zone 1
ATEX, 112G EEx cde IIC T4
JORZ SUHVVXUH 9ROXPH
Tank Volume (Itr)..........ccceeevvveenns 360
Hz v Q-max measure... ... 60 Q-max (I/min)..........
Hz v P-max measure.... : 50 P-max (bar).............

Flowratel...........ccocueene. .
Max temp. (GrC)......ccovvuveernvereninnns

&RQQHFWLRQV

Inlet connection...........ccovveeeeeeninnl
QOutlet connection..........cc..ccoeeevvnnnnll

3XPS V
PUmMpl (fype)...ocoveereeeieerieiieesieenndl

Pumpl (Cert. NO.)..oovvviiieiiiciee

ORWRU

MOtOrL (LYPE)...vvvruveeerierienireeieennedd

Motorl (Cert. NO.).oooveeeeiiieeeiiee

3RZHU VXSSO\

Fuse (qty)
El.Powerl....
El.Power2....
El.Power3....
El.Power4....
El.Power5s....
Starter....cceeeveecieee e

JLOWHU

Outlet filter (qty).....ccovvervvrriierreennnnd
Outlet filter house (type)
Outlet filter element (type)................
Inlet filter (Qty).....coooeeeniieiiiieeenn
Inlet filter house (type).....
Inlet filter element (type)

Paae:1 of 2

1 Fuse (A)
... D 380-415 VAC (kw)
: Y 660-720 VAC (kW)
... D 380-415 VAC (kw)
... Y 660-690 VAC (kw)

. Alternative Pump Head: 57 ltr/min / 267 Bar (@50Hz)

1 ea. 1/2" BSP
1 ea. 1/2" BSP

Cat 6821.BHMDEx (10902769)
Ex Il 2Gc T4X
PTBO06 ATEX D 155

(QJLQH V

Bartec Varnost 4KTC 200 L-4
Ex Il 2G Ex de IIC T4 (Cert. No. PTB 09 ATEX 1119X)
201275638

D 440-480 VAC :
IKM Elektro (Ser. nr. 73459-EC-003)
Ex Il 2G Ex de 1IB T5 (Cert. nr. Nemko 12 ATEX 2183)

1

: AD-D002185-WP420-DP420-TP600

D143G03A
1

: AD-D004359-WP100-DP100-TP150

D143G03A

Height(mm)..........:

: 30,0
.. 30,0
.. 30,0
.. 30,0

1 345

—2—
= |KM
=3 Testing AS

&203$&7 81,7 )25 &+(0,&$/ &/($1,1*




8QLW QR 38 RIS IKM

=3 Testing AS

$GGLWLRQDO LQIRUPDWLRQ

Equipment / Functions

Paae:2 of 2

UNIT CAN BE DELIVERED WITH ALTERNATIVE PUMPHEAD (specify when ordering)
CAPACITY FOR ALTERNATIVE PUMPHEAD (HP0372A03AZP01): 57 Itr/min / 267 Bar (@50Hz)

Recommended fuse:
660-690V: 63 A
400-480V: 63 fislowd fuse (D-characteristic, outlet for motorstarter, circuitbreaker)

Heater Exchanger, flowmeter, sample-outlet, manhole on top of tank, level-glass, levelguard, pressureregulator,
thermostat, safety valve
Frame built in SS304, all wet parts in SS316.



