
Unit no. VIP­45

VIDEO INSPECTION PROBE

Dimensions
Length(mm)..................................................................: 580 Width(mm).............................................: 580 Height(mm).............................................: 540
Weight (kg)..................................................................: 31
Lifting/ Transportation..........................................: Pelicase with wheels.

Construction year
Built..................................................................: 2015

Area of use /  certification
Onshore/offshore..................................................................: Onshore
Standard.........................................................: Non EX/Atex, IP55

Type
Fabricator.......................................................: Mentor
Model............................................................: Visual iQ

Flow / Pressure / Volume
Range of use ­ Minimum (Ø mm)..................................................................: 6.3
Camera diametre (mm)..................................................................: 6.1
Range of use ­ Length (m)..................................................................: 18.0
Waterproof..................................................................: Yes
Waterproof (bar)..................................................................: 1

Connections
Inlet connection.................................................: Microphone connection
Outlet connection................................................: Display port

Power supply
El.Power1..................................................................: 100­240 V (Hz).............................................: 50­60 (kW).............................................:
Battery..........................................................: Yes. Rechargeable battery
Storage / Memory.................................................: 16 GB internal harddrive

Additional information
Equipment / Functions............................................: Contents:

­ 90º field of view including tip adapter.
­ The probe tip is moveable 180º in all directions.
­ Controlled by handheld controller w/ joystick.
­ Video display in colors.

Functions : 
­ 2ea USB ports
­ Video recording w/ sound
­ Internal microphone.
­ 5 x digital zoom.
­ Long term ­ exposure.
­ Automatic focus.
­ Text – generator.
­ Wi­Fi
­ Bluetooth
­ Steroscopic meassurement
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